SANYO SCROLL COMPRESSORS 


Code : 809 950 88 
Model : C-SBN373H8A 


DALIAN SANYO COMPRESSOR CO.,LTD. 


SANYO Scroll Compressor 
Model: C-SBN373H8A 


Nominal Performance at ARI and 


50Hz-380V/60Hz-440V 


Capacity (W) 10000/12000 
Power (W 3140/3750 
Current (A) 5.9/6.9 
COP (W/W) 3.18/3.20 
Mass Flow (kg/h) 245/294 
Motor 

50Hz/60Hz 
Operating Voltage Range(V) 342-456/396-506 
Locked Rotor Amps(A) 48/52 


Maximum Continuous Current(A) - 


RPM(min') 2900/3450 
Oil 

Oil Type FV68S 
Initial Charge (ml) 1700 
Re-charge (ml) 1600 


Nominal performance values +/-5% with 1 hr run-in. 
Ratings with air over compressor. 
Specifications subject to change without notice 


Electrical: 


Made by: Dalian SANYO Compressor Co., Ltd. 


380-415 Volts 3 Phase 50Hz R134a 
440-460 Volts 3 Phase 60Hz 

Rating Conditions at ARI 

Condensing Temperature( C) 54.4 
Evaporating Temperature( C) 7.2 
Return Gas temperature(*C) 18.3 
Liquid Temperature( C) 46.1 
Ambient Temperature( C) 35 
Compressor 

Maximum Discharge Temp( C) 130 
Displacement (cm*/rev) 83.2 
Weight (with oil kg) 38 
CCC File Number 2002020704000230 
Electrical Components 

Motor Protector Type Internal 
Run Capacitor Rating (MFD/Volts) n/a 


PERFORMANCE DATA 


Compressor Model(Code) C-SBN373H8A (809 950 88) SANYO 
Power Source 3PH 50Hz 380-415V 

Suction Gas Superheat(K) 11.1 

Sub Cooling(K) 8.3 

Compressor Cooling Natural Cooling 

Refrigerant R134a 

CAPACITY(W) 

Condensing Evaporating Temperature(°C) 


Tempeawe(c)| 15 | 39 | 67 | o | 44 | 72 [ 10 | 32 ] 
405 
45.0 
50.0 
m [aro [soso | 5760 | 7510 | usen 18 0.00 1ου [ue 
60.0 | | 4660 | 5.390 | 6970 | 8.320 | 9,320 | 10,490 | 11.300. 
eso | | | 4970 | 6530 | 7810 | 8,750 | 9,800 | 10.640. 
700 | | | emo] 7830 | 8220 | 9.230 | 10,020 ] 


POWER(W) 

Condensing Evaporating Temperature( C) 

Temperatue(C)! -15 | -10 | -67 ο | 44 | 72 | to | 12 | 
40.5 
45.0 
50.0 
544 | 3,080 | 3,110 | 3,120 | 3,140 | 3,140 | 3.140 
60.0 aseo] 3510 | 5530- 9550 | 3540 | 3540 | 5540. 
650 | | | 3880 | 3,900 | 34920 | 3,930 | 3,930 | 3,940 | 
700 | ]| [| | 4320 | 4340 | 4350 | 4,360 | 4380 | 


CURRENT(A) @380V 

Condensing Evaporating Temperature( C) 

Temperature(C)| -15 | -10 | 67 | 0 | 44 | 72 | 10 | 12 | 
40.5 
45.0 
50.0 
54.4 [se | se | ss | 54 | ss ] 5.9 [ss fso 
6.0 | | 63 | 63 | 64 | 64 | 64 | 64 | 64 | 
65.0 
70.0 


NOTE: 
* The performance values subject to change without notice. 


Dalian SANYO Compressor Co.,Ltd. 


C-SBN373H8A (809 950 88) 


3PH 50Hz 380-415V 


Compressor Model(Code) 


Power Source 
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Evap. Temp. (°C) 


CURRENT @ 380V 
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COEFFICIENTS OF PERFORMANCE CURVES 


SANYO 
Compressor Model C-SBN373H8A (809 950 88) 
Power Source 3PH 50Hz 380-415V 
Suction Superheat (K) 11.1 
Sub Cooling (K) 8.3 
Compressor Cooling Natural Cooling 
Refrigerant R134a 


X=C1+C2*(S)+C3*D+C4*(S2)+C5*(S*D)+C6*(D2)+C7*(S3)+C8*(D*S2)+C9*(S*D2) +C10*(D3) 
X——CAPACITY(W) OR POWER(W) OR CURRENT(A) 

S——EVAPORATING TEMP, °C 

D——CONDENSING TEMP, °C 


380V-50Hz CAPACITY (W) POWER (W) CURRENT (A) 


Note:The polynomial coefficients subject to change without notice. 


PERFORMANCE DATA 


Compressor Model(Code) C-SBN373H8A (809 950 88) SANYO 
Power Source 3PH 60Hz 440-460V 

Suction Gas Superheat(K) 11.1 

Sub Cooling(K) 8.3 

Compressor Cooling Natural Cooling 

Refrigerant R134a 

CAPACITY(W) 

Condensing Evaporating Temperature(°C) 


Temperatue(C)| -15 | -10 | -67 | o | 44 | 72 | to | 12 | 
40.5 
45.0 
50.0 
54.4 πο MEAE | σα 12,00 Misson 
60.0 [aseo | 5600 8510_| 10,060 | 11,190 | 12450 | 1350] 
65.0 | |__| 6.170 | 7980 | 9.450 | 10,520 | 11.720 | 12,650 | 
700 | | | | 7480 | 8880 | 9900 | 11,030 | 11,980 | 


POWER(W) 

Condensing Evaporating Temperature( Ὁ) 

Temperatue(C)! -15 | -10 | -67 ο | 44 | 72 | to | 12 | 
40.5 
45.0 
50.0 
54.4 3,750 
60.0 aseo] aio | amoo | amoo | 4290 | 4210 | 4225 ] 
650 | | | 2,580 | 4610 | 4630 | 4650 | 4660 | 4,670 | 
700 | | | |5080 | 5110 | 5.130 | 5150 | 5,170 | 


CURRENT(A) —@440V 

Condensing Evaporating Temperature(‘C) 

Temperature(C)| -15 | -10 | -67 | 0 | 44 | 72 | 10 | 12 | 
40.5 
45.0 
50.0 
544 | 59 | 59 | 59 | 60 | 60 | 60 | 60 | 60 | 
6.0 | | 65 | 65 | 65 | 65 | 66 | 66 | 66 | 
A | |. ea 
700 | |[ |  ] 76 | 76 | 77 | 77 | 77 | 


NOTE: 
* The performance values subject to change without notice. 


Dalian SANYO Compressor Co.,Ltd. 


C-SBN373H8A (809 950 88) 
3PH 60Hz 440-460V 


Compressor Model(Code) 


Power Source 


CAPACITY 


Evap. Temp. (°C) 


CURRENT @ 440V 
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Evap. Temp. (°C) 


COEFFICIENTS OF PERFORMANCE CURVES 


SANYO 
Compressor Model C-SBN373H8A (809 950 88) 
Power Source 3PH 60Hz 440-460V 
Suction Superheat (K) 11.1 
Sub Cooling (K) 8.3 
Compressor Cooling Natural Cooling 
Refrigerant R134a 


X=C1+C2*(S)+C3*D+C4*(S2)+C5*(S*D)+C6*(D2)+C7*(S3)+C8*(D*S2)+C9*(S*D2) +C10*(D3) 
X——CAPACITY(W) OR POWER(W) OR CURRENT(A) 

S——EVAPORATING TEMP, °C 

D——CONDENSING TEMP, °C 


440V-60Hz CAPACITY (W) POWER (W) CURRENT (A) 


Note:The polynomial coefficients subject to change without notice. 


DIMENSIONAL SKETCH 


C-SB Series 

2. 6-4. 5kW 
European & Chinese 
power supply 
specifications 
models 


ERMINAL 


TUBE DISCHARGE 
1D913. 1 


TUBE SUCTION 
ID$22. 3 


DIM-SB50 


WIRING & MOUNTING SKETCH 


WIRING DIAGRAM 


C-SB Series 3phase 
2. 6-4. 5kW 

European & Chinese 
power supply 
specifications 

models 


POWER 
SUPPLY 
50Hz 
380-415V 


COMPRESSOR 
MAGNETIC SWITCH 


POWER 
SUPPLY 
50Hz 
220V 


REVERSAL 
DEFENSIBLE RELAY 


CRANKCASE HEATER 


MOUNTING SKETCH 


M8 BOLT 


WASHER SPRING 


COMPRESSOR BASE 


CUSHION RUB 


== 
NEN 


AIR-COND 
UNIT BASE 


WIR-SB3B8 


